¢ of year bullt Y 2= 9”0/ 2
If headwdll has a form liner .
finish, a 14" x |B" smooth NN
block shdll be formed for | ? " ?
placement of the numbers. —— ! I
See Plans for location of block: ] |— 1=
| [osozzo) - —
¢ structure / \ =
invenfogky 3
number Q/
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UPSTREAM END

—~—¢ of pipe &
¢ of year built.

HEADWALLS FOR PIPES AND/OR PIPE

ARCHES WITH RISE 3'-0" OR GREATER

¢ of Inventory Number ¥
I’-5" min.

_—% of year built numerdl

|I_OII

Top of Headwall 7
|

<z

0302300
L

—Approach end of

\
S| headwall.

\ K‘E of Inventory *
Number and year
built numeral.

WNKT/MNNNNNNNN P/NNNNNA

N

Inside and ou’rsidﬂ
face of Headwall:

Notes:
I.For existing structures, where a year built

is shown on the structure and structure is
to be rehabilitated, the marking should read
1942-2000 (old year first - new year).

2.For existing structures with no year built
contact Office of Structures for
old year.

3.For Year Built Numerdals refer to Standard

UPSTREAM END

BOX CULVERTS

Inventory Number to be placed on
both sides of headwall at same corner.

*Black numbers 3" high on a painted white
background, (5" x 17").

APPROVAL

£.5Fuden DIRECTOR
OFFICE OF STRUCTURES

DATE: 9/14/99
FEVSONS LOCATION OF YEAR BUILT MARKING AND
E ) STRUCTURE INVENTORY NUMBER ON
— HEADWALLS FOR PIPES AND BOX CULVERTS

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION

STATE HIGHWAY ADMINISTRATION
OFFICE OF STRUCTURES

No. M(0.07)-99-334.

FHWA APPROVAL

DATE:

STANDARD NO. M(0.05)-99-332
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